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4.120.72.c  LINAC Crash Tests  
 
 

PASS ANNUAL ACCEPTANCE TEST PROTOCOL 
 

 
 
Division A Software Filename and Checksum:  Title:______________________      Checksum: _________  
 
Division B Software Filename and Checksum:  Title:______________________      Checksum: _________  
  
 
 
 
Initial testing complete: 
 
Test Team Leader’s Name (Print):                                                                                         Life Number: _________ 
 
 
Test Team Leader’s Name (Sign):                                                                                          Date:  _____/_____/_____ 
 
 
Acceptance test procedure complete (following repairs and retesting if required): 
 
 
Test Team Leader’s Name (Print):                                                                                         Life Number:__________ 
 
 
Test Team Leader’s Name (Sign):                                                                                          Date: _____/_____/_____ 
 
 
Test results reviewed by: 
 
 
Safety Section Head’s Name (Print):                                                                                     Life Number: _________ 
 
 
Safety Section Head’s Name (Sign):                                                                                      Date: _____/_____/_____ 
 
 
Test results accepted by Radiation Safety Committee: 
 
 
RSC Member’s Name (Print):                                                                                               Life Number: __________ 
 
 
RSC Member’s Name (Sign):                                                                                              Date: _____/_____/______ 
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1.1           Test of Crash Buttons (CB) System 
     
  PRESS Crash Button to de-energize relay  
  VERIFY Relay is OFF 
  RETRACT Crash Button to energize relay  
  VERIFY Relay is ON 
     
  FOLLOW Table 1 below  
 

Crash Button location 
Relay 

in Encl. 
4880 

Verify 
Relay 
is ON 

Press 
CB 

Verify 
Relay 
is OFF 

Retract 
CB 

Verify 
Relay 
is ON 

Go to 
next 
CB 

1.     Tank area 1 primary     AK9       
2.     Tank area 1 redundant BK2       
3.     Tank area 2 primary AK9       
4.     Tank area 2 redundant BK2       
5.     Tank area 3 primary AK9        
6.     Tank area 3 redundant BK2       
7.     Tank area 4 primary AK9       
8.     Tank area 4 redundant BK2       
9.     Tank area 5 primary AK9       
10.   Tank area 5 redundant BK2       
11.   Tank area 6 primary AK9       
12.   Tank area 6 redundant BK2       
13.   Tank area 7 primary AK9       
14.   Tank area 7 redundant BK2       
15.    BLIP area 1 primary AK10       
16.    BLIP area 1 redundant  BK3       
17.    BLIP area 2 primary AK10       
18.    BLIP area 2 redundant  BK3       
19.    HEBT area 1 primary AK11       
20.    HEBT area 1 redundant BK4       
21.    HEBT area 2 primary AK11       
22.    HEBT area 2 redundant BK4       
23.    HEBT area 3 primary AK11       
24.    HEBT area 3 redundant BK4       
25.    HEBT area 4 primary AK11       
26.    HEBT area 4 redundant BK4       
         

Table 1 – Test of Crash Buttons 
 
  PRESS MCR Crash Reset  
  VERIFY Relay  BK10 and BK6 turn  ON  
     

 
                       Check for acceptance of Test  of Crash Buttons System 
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END OF TEST PROCEDURE 

 
 
 
TTL: Sign for completion of initial testing: ______________________________________________ 
 

   
                                                                                                             Date: _____/____/______ 

 
 
 
TTL: Sign for completion of final testing: _______________________________________________ 
 
  
                                                                                                             Date: _____/____/______ 
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